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Both sections show how the floors are arranged, 
clearly highlighting how the 2nd floor was removed, 
due to limited head height, to create a larger 
first floor, that works with the existing fenestration 
externally.

Section J-J shows the covered external stair/atria, 
which is carved into the mass of the Drying house.

In both the covered canopy is visible, and its 
trademark perforated brick, as found on the existing 
building, is used as an elevational device to creta 
shading and some solidity to the structure.

S E C T I O N S

S E C T I O N  u - u

S E C T I O N  J - J



93



94

T A N N E r y 

S T r E E T  N O r T h

In this view the two entrance ways into the Drying 
House excavated covered atrium can be seen. The 
left-hand elevation shows the dropped cill of the 
upper storey window to form the opening to the 
stairway up to the upper floor studios, and the right-
hand side, the large low-level opening on the atria 
void and entrance into the ground floor studios.

The new planters attached to the existing brackets 
are visible on the facade, and add to the greening 
of the site, along with the bordering planting zones, 
that grow out of the main avenues.

Again the fenestration is simple and clear in its 
modernity, allowing for the patina of the existing 
materials to not be overburdened.

Drying House  1

Planting Zone  2

Lower entrance to external atrium and Lower Level Studios  3

Lowered Cill entrance to stairs in external atrium and Upper Level Studios  4

New Planters on existing brackets  5

Stove House  6

Leather Factory  7

Boiler House  8
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T A N N E r y 

S T r E E T  N O r T h
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T h E  L E A T h E r  F A C T O r y

The Leather Factory again demonstrates a revised 
plan that utilises a particular quality of the existing 
building, and manipulates it in a way that also gives 
it a new but reminiscent character.

The main alteration, has come from carving out 
spaces within, which both create more manageable 
and comfortable interiors, as well as landscaped 
amenity spaces, which can be used by the residents 
of the offices, throughout the year.

The new build interventions are arranged so as to 
form a communal space to the southern end so as to 
allow for light, and to open up the gabled facade. 
In this regard the units are two storey only on the 
northern side, whilst the element that touches the 
Brook Lane elevation are kept as one storey so as to 
reduce their impact on the road.

Smaller lets are situated in the surrounding retained 
elements fronting the main avenue. These could be 
given up for artisnal or small start-up occupants to 
add character and serve the local area, creating a 
vibrancy to the main avenue.

The two storey end unit is retained, and further 
opened up by the removal of the red brick block. 
This forms a new commercial unit with potential 
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N

COMMERCIAL

UNIT D00-01

43m2 (NLA)

COMMERCIAL

UNIT D00-02

34m2 (NLA)

COMMERCIAL

UNIT D00-03

22m2 (NLA)

COMMERCIAL

UNIT D00-07

78m2 (NLA)

COMMERCIAL

UNIT D00-08

61m2 (NLA)

COMMERCIAL

UNIT D00-06

162m2 (NLA)

TANNERY COURT

BROOK LANE

COURTYARD

C
O

V
ER

ED
 W

A
LK

W
A
Y

MICRO LET UNIT

D00-04

16m2 (NLA)

MICRO LET UNIT

D00-05

16m2 (NLA)



97

COMMERCIAL

UNIT D01-02

77m2 (NLA)

COMMERCIAL

UNIT D01-03

83m2 (NLA)

COMMERCIAL

UNIT D01-04

53m2 (NLA)

COMMERCIAL

UNIT D01-01

39m2 (NLA)



98

Section K-K shows the elevations of the new blocks. 
They take on quite heavy angular forms, in keeping with 
the rest of the architecture of the new interventions. 
Also visible is the new traditional openings made in 
the historic building, in matching style to allow views 
into the newly formed courtyard.

Section J-J shows how the new-build units lower to 
one storey as they meet the Brook Lane gabled wall; 
this means that they are not visible from the road 
way. 

S E C T I O N S

S E C T I O N  K - K

S E C T I O N  J - J
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L E A T h E r  F A C T O r y

C O u r T

This image looks north from inside the Tannery Court. 
It makes visible the strong architectural expression of 
the new build elements. Which fit into the industrial 
aesthetic, whilst the angular crisp forms are clearly 
new. The existing gabled wall of Brook Lane is 
exposed to this court, one of the key identifiers of 
this site, and the contrast of historic and modern 
elevations works well to act as a symbol of the site 
as a whole. The new steel beams that run above, 
work both to act as retaining structure for the stone 
wall, as well as for planting.

This space will be well lit and a great amenity to the 
offices in this space. Its position within the Leather 
Factory demise make this a rather secluded space, 
away from the Car Park and the main streets, which 
give it a unique atmosphere of calm and retreat. 
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B R O O K

L A N E

Walking along Brook Lane the main change is to the 
openings; where we have replaced the block infill 
and glazing with either singular perforate metal 
panels to the Leather Factory Court, or glazing when 
to one of the internal new-build offices.

This perforate screening, will allow limited views into 
the courtyard, giving a certain level of interaction 
from this lane, yet still being secure.

The taller elements of the new-build are not visible 
from this route, as they are set back to the north 
east, which means their impact is removed. However 
in the new opening interventions, there is a hint of 
the re-development and its new function.
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M I D L A N D S

E N T R A N C E

Here you can see how both the terrace, flats and new 
cottage all fit into this aspect from The Midlands, 
and how in their respective designs they fit into their 
respective locations.

The flats and the terrace, with their pitched 
roofs, and ordered windows, appear industrial in 
their character, however residential in scale and 
fenestration. The Cottage appears as a modern 
representation of the neighbouring residences.

Existing Cottage  1

Proposed New Cottage  2

Front Terrace  3

Apartment Building  4

Existing Boiler House Tower  5

Chamois Warehouse  6

Milands Stone Wall  7
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3  B e d  C O T T A G e

This new cottage is an extension to the existing 
run of cottages on The Midlands, in the space now 
opened up by the re-organisation of the spine road. 
The intention here is to provide some incidental 
supervision of the entranceway and car park, as 
well as be used as a frontage emblematic of the 
development beyond. It uses the same strategy 
of defining the new, whilst integrating into the 
surroundings, through the architecture taking on both 
a quality, in terms of material choice, of the new 
houses, yet proportionally mimicking is neighbouring 
terraced cottages.

The layout flips from the other units, with parking put 
at the rear of the property, with the de-facto front  
door through the utility/kitchen area, with the similar 
large front garden as the neighbouring properties 
acting as now a rear garden space.

The ground floor houses a large kitchen dining area, 
which has an adjacent utility, which can be used as 
a separate entrance instead of coming direct into 
the house, if coming back from muddy fields.

The living area is split into a main family area, and 
snug/study.

The upper floor simply arranges 3 beds around 
one single family bathroom, with a separate WC 
downstairs if required.

P L A N S
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